
The VNS2097 Wall/Ceiling-Mount Strobe Light is designed 
with a weatherproof housing for indoor/outdoor visual alerts. 

The VNS2097 is controlled by the VNS2200 or VNS2210 wireless 
audio/visual controller, which can set the strobe light to three modes: 
On, Off, or On with a pre-defined timeout.

The VNS2097 provides an alternative solution for applications 
where a hard-wired strobe light installation is impractical, or when 
a simple, reliable and cost-effective alternative solution is required.

VNS2097 - Wall/Ceiling-Mount Strobe Light

•	Uses 6 High-Power LEDs

•	Weatherproof Housing

•	Impact & Shock Resistant Lens

•	Easy Indoor and Outdoor Installation

•	Conforms to CSA C22.2 & ANSI/UL Requirements

•	Controller Cable can Extend Up to 150' from Controller

Key Features:

Options, Accessories and Complementary Products:

Part Number Description

VNS2200 Wireless Audio/Visual Controller
VNS2210 Wireless Audio/Visual Controller

*Specifications Are Subject to Change Without Notification

Specifications:
Dimensions 3.95" x 5.4" x 2.8" (W x H x D) Humidity 0% - 95%, Non-Condensing
Weight 0.5 lbs. Controller Cable 18 Gauge, 3' Supplied, Up to 150' Extension
Power 12V DC, 40mA Mounting Wall or Ceiling
Color Red Flashes Per Minute 60 - 80
Frame Polycarbonate Lens, Nylon Base Limited Warranty One Year Parts and Labor
Operating Temperature -22º - 140ºF


